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PRECISION BORE GAGES FOR SMALL HOLES 

2853-10
2853-18

Code
dial indicator, range 1mm, 
graduation 0.001mm (code 2313-1FA)

Indicator Accuracy
±0.007mm
±0.007mm

Repeatability
0.0015mm
0.0015mm

Range
6-10mm
10-18.5mm

With dial indicator

6-10mm 10-18.5mm

Range
6-10mm

10-18.5mm

Code
2153-10

2153-18

Indicator Repeatability
0.002mm

0.002mm

Accuracy
±0.007mm

±0.007mm

With digital indicator (data output cable code 7315-50M page 5, 7302-40M page 13, optional) 

digital indicator, code 2108-101F,
range 12.7mm/0.5", 
resolution 0.001mm/0.00005"

Optional accessory: setting ring (code 6312),
bore gage setter
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2853-10

2153-18 2153-18WP

ceramic anvil 

Range
6-10mm

10-18.5mm

Code
2153-10WP

2153-18WP

Indicator Repeatability
0.002mm

0.002mm

Accuracy
±0.007mm

±0.007mm

With waterproof digital indicator (data output cable code 7315-50M page 5, 7302-40M page 13, optional)

waterproof digital indicator, code 2137-101F,
range 12.7mm/0.5", dust/waterproof IP54,
resolution 0.001mm/0.00005"

MIN
the minimum value 

tracking function can find 
the diameter automatically. 

read the diameter directly, 
after imputing the size of 

setting ring. 

with digital indicator

with waterproof digital indicator

the minimum value 
tracking function can find 
the diameter automatically.

read the diameter directly
after imputing the size of 

setting ring. 


